
 
  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

TYPE TN 71 

MAX SWING DIAMETER OVER BED (mm) 710 

MAX SWING DIAMETER THROUGH BED GAP (mm) 960 

WORKING LENGTH (mm) 2000 – 3000 

MAX SWING DIAMETER OVER SUPPORT (mm) 420 

SPINDLE BORE DIAMETER (mm) 71 

TAPER OF MAIN SPINDLE MT8 METRIC 

SPEED RANGE (rpm) (16 options), 10-1000 

INCH THREAD RANGE (35) 1-80TPI 

METRIC THREADS RANGE (mm) (29) 0.5-40 

MOTOR (HP) 9.5 

WEIGHT (kg) 3000 – 3250 

 

 

TECHNICAL 

SPECIFICATIONS TN 71B 

 Guide ways hardened  

 Head gears hardened and 

grinded  

 Conical bearings of the main 

shaft  

 Base for quick change tool 

holder  

 Capability to swing in gap for 

bigger diameter  

 Halogen lamp and coolant 

pump  

 Threads (metric & inch)  

 

TN71B – 3000 mm 

MST LATHES 

 
 

 


