
  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ΜΑΗ 400/3 

 

CONTROLLER 

 

SPECIAL ROLL FOR THE TUBE 

 

STANDARD FEATURES 
· Three rolls driven  

· Standard rolls, guide rolls 

· Horizontal working position  

· Foot pedal with safety device  

· Digital read-out for top roll 

· Digital lengths measuring system  

· Hydraulic adjustment of lower rolls  

ΑΜΟΒ PROFILE BENDING MACHINES - MAH 



  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

MAH AC 
TYPE 

300/3 400/3 500/3 

SHAFTS DIAMETER (mm) Φ 250 Φ 300 Φ350 

ROLLS DIAMETER (mm) Φ 520 Φ 600 Φ 750 

TURNING SPEED (rpm) 0-4 0-3 0-2 

POWER (kW) 25 30 40 

DIMENSIONS (mm) 3000x3500x2500 3500x4000x2800 4000x4500x3200 

WEIGHT (kg) 12000 14800 19400 
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